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Bestell- MNenn- Vor- Nenn= Zind- Lebensdauer Abb. Remarks
bezeichnung spannung widerstand strom Spannung (Mittel)
Lamp Supply Series Lamp Striking Rated-life Fig. Typical
reference woltage resistor current voltage Luminous-flux£25%
Référence Tension Risistance Débit Tension Durée de vie Fig. (miilli-lumen)
nominale d'amorcage {moyenne)
Volt 0 W mi Volt Hrs.
Baureihe Langkebensdaver / Long-life Standard Brightness range / Série lbngue durée
180K 0.40m#A 15 mim
15V~ A.C. 0.25W
ME410/20SE 150K 0.50mA 141 18 mim
470K 0.40mA 15 ml
230V~ A.C. 0.25W <65V~A.C. 100000 Hrs. b
390K 0.50mA 18 mim
MES12/30SE 1.0M 050 0.40mA 12 15 mim
a0v-~AC. pErE i 0.50mA 18 mim
100K 0.70mA 25 mim
15V~ A.C. 0.25W
NE410/30HE-1 B2K 0.80mA 11 30 mim
230V~ A.C. 210K 0.25W 070 =65V~ A.C. 50 000 Hrs. ] Z2.mm
220K 0.80mA 30 mim
MES12{30HE-1 560K 0.70mA 12 25 mim
400V ~ A.C. 050w
470K 0.80mA 30 mim
115V~ A.C. gar 0.25W 4105 Zemim
ME410/30HB-1X BEK 1.15mA 11 30 mim
20V~ AC. o gogw —COMA | cgsv~AC. | 30000 Hrs. 25 mm
150K 1.15mA 30 mim
MES12/30HB-1X | | 12
400V~ AC. 390K 050W 1.05mA 25 mim
330K 1.15mA 30 mim
Baureihe normal £ Standard and high brightness range ¢ Série normake
115V~ A.C. 47K 0.25W 1.05m# 95 mim
ME410/30HE-2 230V~ A.C. | 150K | 025W 1.05m, <95V~ A.C. 25000 Hrs. 11 85 mim
400V~ A.C. | 330K | 0.50W 1.05ms, 95 mim
39K 1.35msy 115 mim
115V~ A.C. 0.25W
MNE410/30HB 33K 1.60m#, 11 135 mim
120K 1.35ma 115 ml
230V ~ A.C. 0.25W <95V~ A.C. | 20000 Hrs. Ly
100K 1.60maA 135 mim
MES12/30HB 270K 1.35maA 12 115 mim
400V ~ A.C. 0.50W
220K 1.60ms 135 mim

Standard Packing:

NE410: Packing: 200 pcs per polybag; 25K pes per Inner Box; 50K pcs per Export Carton; Dimensions: 41x35:25cm GW.: 14.0 Kgs.
NES12: Packing: 200 pcs per polybag; 10K pos per Inner Box, 20K pcs per Export Carten; Dimensions: 41x35:25cm G, 10.5 Kgs.
Remarks:
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Bestall- Mann- Vor- Nenn- Zlind- Lebensdauer Abb. Remarks
bezeichnung Spannung widerstand strom Spannung (Mittel)
Lamp Supply Series Lamp Striking Rated-life Fig.
reference woltage mesistor current wvoltage Typif.:al
Réference Tension Résistance Débit Tension Durée de vie Fig. Lu.rn]rllous-Flux 125%
mominale d'amorcage {mayenne) SETUnEn ]
Velt Lo w mA Velt Hrs
Baurcihe Langbtrcnsdaucr.f Standard Brighlncﬁa rangcf Sirie Iong ue durée
NE611/30SB 1sv~ac. BECSIEEEY 040mA (e 16 mm
150K 0.50m#, 20 mim
NEG13/20SEB 230V~ A.C. G 0.25W dem =65V~ A.C. 100 000 Hrs. 1.4 4. i
390K 0.50maA 20 mim
1.0M " 040mA 16 mim
NEG16/20SEB 400V ~ A.C. 0.50W 1.5
720K 0.50 mA 20 mim
100K 0.70 mA 30 ml
NE611/30HB-1 115V ~A.C. 0.25W 13 d
B2K 0.80 mA, 35 mim
270K 0.70 mA 30 mim
NE613/30HB-1 230V ~A.C. 0.25W =65V~ A.C. 50 000 Hrs. 1.4
220K 0.80mA 35 mim
BGOK . 0.70mA 30 mim
NEG16/30HB-1 400V~ A.C. 0.50W 1.5
AT0K 0.B80mA 35 mim
NEG11/30HB-1X 115V ~ A.C. il 0.25W L95mA 1.3 S
56K 1.15mA 35 mim
NEG13BOHB-1X  230v-Ac. 180K gogy  TO9MA ey ac. 30000 Hrs. | (R MM
150K 1.15m#A 35 mim
NEG16/30HB-1X 400V ~ A.C. Ll 0.50W 105ma 1.5 A0mim
330K 1.15mA 35 mim
Baurgihe nermal/Standard and high brightness range! Série nermale
NEG11/30HB-2 115V ~ A.C. 47K 0.25W 1.05m#A 13 90 mim
NEG13/130HB-2 230v~A.C. 150K || 025W 1.05m#A =95V-~A.LC. 25 000 Hrs. 14 90 mim
NE616/30HB-2 400¥ ~ A.C. 330K || 0.50W [ 1.05m#A 15 a0 mim
NEG11/20HB 115V ~ A.C. i 0.25W 1:4amh 13 A0mim
33K 1.60m#A 130 mim
NEG13/30HB 230V~ A.C. B20K8 0.25W i mAtE| =95V -~-AC. 20000 Hrs. 14 A0 mim
100K 1.60mA 130 mim
NE616/30HB spov~Ac. EELEBMETEREY 1357 | gy 110 mim
220K 1.60mA 130 mim

MEE11 Packing: 200 pes per polvbag; 10K pes Inner Bos; 20K pos per Export Carlon; Dimensions: 41x3525 cm; GW.: 1005 Kgs.
MEG12 Packing: 200 pes per polvbag; 10K pes Inner Bos; 20K pos per Export Carlon; Dimensions: 41x3325 cm; GW.: 11.5 Kgs.
MEG16 Packing: 200 pos per potybag; 10K pes Inmer Box; 20K pos per Export Carlon; Dimensions: 41235020 cm; G0 12,0 Kgs.
Remarks:

2
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Bestell- Nenn- Var- Nenn- Zlind- Lebensdauer Abb. R e
bezeichnung SPan iU ng widerstand strom SRANNUNG {Mittel) amar
Lamp Supply Series Lamp Striking Rated-life Fig. Typical
reference woltage msistar current voltage Luminous-Flux $25%
Reférence Tension Resistance Debit Tension Durée de vie Fig. (Milli-lumen)
nominale d'armeorcage {maoyennea)
Valt 0 w mé Valt Hrs
Signalfarbe grinf Color green/ Couleur de signalizalion verle
Baureihe Langlebensdauer! Slandard Brighlness range/ Série longue durée
150K 0.40mA 16 mim
115V ~ A.C. 025W ——
NE410/30G-1 0.50mA 21 20 mim
230V~ Ac. LA fpogyy) 040mA <85V~ A.C. 50000 Hrs. 18,mim
390K 0.50mA 20 mim
NES12/30G-1 22
400V ~ AC. B20K 0.50W 0.40mA 16 mim
GEOK 0.50mA 20 mim
B2K 0.70mA 30 mim
115V~ A.C. s —————
NE410/30G-2 GEK 0.80mA 21 35 mim
270K 0.70mA 30 ml
230V~ A.C. 0.25W <B5V~A.C. 30000 Hrs. e
220K 0.80mA 35 mim
NES512/30G-2 10K 0.70mA 22 30 mim
400V ~ A.C. 0.50W ——
470K 0.80mA 35 mim
Signalfarbe griinf Color green/ Couleur de signalizalion verle
Baureihe normal/Standard and high brighlness range/ Série normale
56K 1.05mA 40 mim
115V ~ A.C. OV ——————
NE410/30G-2X 51K 1.20mA 21 45 mim
230v~ A, MBI pEERy  1.05mA <85V~AC. | 25000Hs —— 40MM
150K 1.20mA 45 mim
NE512/30G-2X 330K || " 1.05mA 22 | 40mim
400V ~ A.C. —— 0.50W —————
300K 1.20mA 45 mim
115V ~ A.C. 47K 0.25W 1.35mA 50 mim
NE410/30G 39K 1.60mA 21 55 mim
230V ~ A.C. 201 0.25W - asmA | <85V~ A.C. 20 000 Hrs. SOimim
100K 1.60mA 55 mim
NE512/30G 270K  1.35mA 22 s0ml
400V~ AC. oo | e
220K 1.60mA 55 mim

Standard Packing:

ME410: Packing: 200 pcs per polybag; 25K pos per Inner Box; 50K pos per Export Carton; Dimensions: 41x35225 cm; GW.: 14.0 Kgs.
WES12: Packing: 200 pcs per polybag; 10K pos per Inner Box; 20K pes per Export Carlen; Dimensions: 41x35x25 cm; GW.: 10.5 Kgs.
Remarks:
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Bestell- Nenn- Var- MNenn- Zind- Lebensdauer Abb. Remarks
bezeichnung spannung widerstand stram spannung (Mittel)
Lamp Supply Series Lamp Striking Rated-life Fig. Typical
reference woltage mesistor current voltage Luminous-Flux £25%
Référence Tension Résistance Déhit Tension Durée de vie Fig. Milli-lumen}
nominale d'amaorcage {mayenne)
Valt 0 w mA Valt Hrs

Signalfarbe grind Color greend Couleur de signalization verle
Baureihe Langlebensdauer! Standard Brightness range/ Série longue durée

150K 0.40mA 18 mim
NEB11/30G-1 115V ~ A.C. S ——————— 2.3
120K 0.50mA 20 mim
NEG613/30G-1 230V~ A.C. il 0.25W w =iivges 50 000 Hrs. 2.4 AB:minm
390K 0.50mA 20 mim
NEG16/30G-1 400V~ A.C. Be0K 0.50W e 1 O 2.5 18 mim
GEOK 0.50mA 20 mim
1K 0.70mA 28 mim
NE611/30G-2 115V~ A C. 025W —— 2.3
B2K 0.80mA 32 mim
270K 0.70mA 28 ml
NE613/30G-2 230V~ A.C. 0.25W <85V~ A.C. 30000 Hrs. 2.4 Uit
220K 0.80mA 32 mim
500K 0.70mA 28 mim
NEG16/30G-2 400V~ A.C. 0.50W —— 2.5
0.80mA 32 mim

Signalfarbe griind Color greend Couleur de signalization verle
Baureihe Langlebensdauer! Slandard Brightness range/ Série longue durée

NE611/30G-2X 115v~ac. DEESE PERRH  1.05mA | e 22 mm
B6K 1.20mA 40 mim
NEG13/30G-2X 230v-acC. | 0K pogy  05MA Sesvaclll  osoc0 b (REURE 28T
150K 1.20mA = 40 mim
330k | " 1.05mA 38 mim
NE616/30G-2X 400V~ A.C. o 25
270K 1.20mA 40 mim
NE611/30G 115v~a.c. DETNE EpEER  1-35mA gy & mim
39K 1.60mA 52 mim
NE613/306 230v~a.c, DMCUGHEUEE  1.95mA  RESEEVEGEN 20000 Hrs.  [REEM— o mim
100K 1.60mA = 52 mim
NEG16/30G a00v~a.c. DERUSH Weety  1-95mA | g cmim
220K 1.60mA 52 mim

Standard Packing:

WEG11 Packing: 200 pcs per polybag; 10K pos Inner Box; 20K pcs per Export Carton; Dimensions: 41x35x25 cm; G.W.: 10.5 Kgs.
MEG13 Packing: 204 pcs per polybag; 10K pos Inner Box; 20K pos per Export Carton; Dimensions: 41x35x25 cm; G.W.: 11.5 Kgs.
NEG16 Packing: 200 pcs per pelybag; 10K pos Inner Box; 20K pcs per Export Carton; Dimensicns: 41x35x25 cm; G.W.: 13.0 Kgs.
Remarks:

neon4.odt 17



Zum Dachsberg 1 - -~ ° ®
== efindon.de
Tel.:  +49 (0) 5508 9238 g2 % = °
Fax.: +49 (0) 5508 9238 g3 " . .
Email.: info@efindon.de world electronics finder
6.6.2010
Neon-Glimmlampen 4-6mm, blau
<4 <5¢ <6D =6¢ <69 o
- - - - - - - —i .
- SR TJ‘CJ‘_I_ Lo 7S
Q <10mm <12.5mm Q <11.5mm ] =12.5mm u <16mm
I I Ll =i=s T 3
‘ 230mm ‘ =30mm 230mm >30mm 230mm
| L | L I L] v
Fig. 2.1 Fig. 2.2 Fig. 2.3 Fig. 2.4 Fig. 2.5
Bestell- Nenn- Var- Nenn- Ziind- Lebensdauer Abb. Remarks
bezeichnung spannung widerstand stram spannung {Mittel)
Lamp Supply Sories Lamp Striking Rated-Life Fig.
reference voltage resistar current voltage Typical
Référence Tension Résistance Débit Tensien Durée de vie Fig. Lurﬂlﬂous-ﬂ Mk
nominale d'amaorcage {mayenne) i L )
Valt 9] w mA Valt Hrs
Signalfarbe blau f Colour blue f Couleur de signalization bleue
Baureihe Langlebensdauer! Standard Brightness rangel Série longue durée
115V~ AC. EK 0.25W 106 tmim
NE410/30B-2 A7H 1.20mA 21 15mim
20v~ ac. MIEDRN TR 100mA eV AC, 5, 000 Hrs. fimim
150K 1.20mA 15mim
NES12/30B-2 330K 1.05mA 2.2 14mil
400V~ AC. 0.50W dl ALl
270K 1.20mA 15mim
BEH 1.35mA 2mil
115V~ A.C. 0.25W u A
NE410/30B A7 1.60mA 21 24mim
120K 1.356mA 2mil
230V~ AC. 0.25W X <85V~ AC. 5, 000 Hrs. e,
100K 1.60mA 24mim
NES12/30B 270K | 1.35mA 22 2mil
400V~ AC. 0.50W u e
220K 1.60mA 24mim
Signalfarbe blau f Colour blue f Couleur de signalization bleue
Baureihe Langlebensdauer! Standard Brightness rangef Série longue durée
NE611/30B-2X 11sv-ac. BEEEETERR  1-05mA G 16mim
47K 1.20mA 18mim
180K 1.05mA 16ml
NEE13/30B-2X 230V~ AC. 0.25W i =85V ~A.C. 10, 000 Hrs. 2.4 A
150K 1.20mA 1Bmim
NEG&16/30B-2X 400V~ A.C. ﬂ 0.50W 105N/ 25 izl
270K 1.20mA 18mim
NEE11/30B 115V= A.C. 71 0.25W 1:36mi 23 Zimim
30K 1.60mA, 26mim
NEG13/30B 230V~ AC. 1201 0.25W L =85V~ A.C. 10, 000 Hrs. 2.4 24min
100K 1.60mA 26mim
270K 1.356mA 24mil
NE616/30B 400V~ AC. 0.50W o v
1.60mA 26mlm
ME410: Packing: 2(d pos per pelybag; 25K pes per inner box; 50K pes per Expoert Carton; Dimensions: 41x35x25 cm GW.: 14.0 Kgs.
MES12: Packing: 20d pos per pelybag; 10K pes per inner box; 200 pes per Export Carton; Dimensions: 41x35x25 cm GW.: 10.5 Kgs.
MEG11: Packing: 204 pos per polybag; 10K pos per inner bowx; 20K pes per Expert Carton; Dimensions: 41x35x25 cm GW.10.5 Kas.
MEG13: Packing: 204 pos per polybag; 10K pos per inner bowx; 20K pes per Expert Carton; Dimensions: 41x35x25 cm GW. 1000 Kas.
MEG16: Packing: 20{ pos per pelybag; 10K pes per inner box; 200 pes per Expert Carton; Dimensions: 41x35x25 cm GW.013.0 Kgs.

Remarks:
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Bestell- MNenn- Zlind- Nenn- Vaor- Labensdauer Sacket Abb.
bezeichnung spannung spaunnung stram widerstand {Mittel)
Lamp Supply Striking Lamp Series Rated-life Cap Fig.
reference wvoltage voltage current resistor
Référence Tensien Tensian Débit Résistance Durée de vie Culet Fig.
neminale d'amorcage {meyenne}
Valt Valt A 0 w Hrs
T-10x25mm E10/BASs Neon Signal Lamp with Fresnel-Ring Polycarbonate-Lens (With Builtin Resister)
izt 10M30V~-AC <5V 1.80mA =y | Figdd |
1025-12 & Eingebaut BAfs Fig32
102521 Builtin E10 Fig 3.1
i~ 20000 .
02522 20/240V-AC <05y 1.80mA Incorporée _ BASs Fig 32
102531 ) E10 Fig 3.1
102532 SN 95v i BASs Fig 3.2
T-Mx25mm E10/BASs Green Flusrescent Signal Lamp with Fresnel-Ring Polycarbonate-Lens (With Built-in Resistor)
1025-11G . E10 Fig 3.1
025226 N0A30V-AC <B5Y 180mA Eingebaut _ BA%s —Figiz |
1025216 ) Builtin E10 Fig 3.1
1025226 callelale =0 Ll Incorporée 1200 _ BASs Fig 32
1025316 " E10 Fig 3.1
1025326 FLA BV Ll BA9s Fig 3.2
T-10x2Bmm E10/BA%s Neon Signal Lamp with Lens-end Polycarbonate-Enwvelope (With Built-in Resistor)
102811 i E10 Fig 3.3
02512 N0M30V=-AC <85v 1B0mA Eingebaut _BASs — hgaa |
1025-21 = Builtin E10 Fig 3.3
02522 20/240V-AC <05V 180mA Incorporée 15000 _BADs T hgad |
1026831 3, E10 Fig 3.3
1026-32 okl v M BASs Fig 34
T-10x2Bmm E10/BASs Green Fluorescent Signal Lamp with Lens-end Polycarbonate-Envelo pe (With Built-in Resistor)
LA 1101130V~AC. <B5V 180mA 2L L Lkl |
1028-12G = Eingebaut BA9s Fig 34
1025-21G o Builtin E10 Fig 3.3
10268226 s = e Incorporée L BA9s Fig34
1025-31G = E10 Fig3.3
1025-22G SIS = AL BAls Fig 3.4
T-10x2Bmm E10/BASs Signal Lamp with Lens-end Polycarbonate-Envelope (Without built-in Resistor) (USA ANSI Part No.)
Lot HOM30V~-AC <65V 050mA 120K | 025W E10 —_— ]
B1A {NE51) i BAfs Fig 3.4
B2AE (NESTHE) E10 Fig 3.3
N0M30V=-AC <05v 180mA MK 25W 15000 —_— e
B2A (NE51H) = L _BA%S Fg a4
B2GE {NE51GE) . E10 Fig 3.3
| B2G (NE516) NOM30V-AC <B5V 180mA K 025W BASS Fig3.4
T-10x2Bmm E10/BASs Signal Lamp with Lens-end Polycarbonate-Enwvelope (With built-in Resistor] (USA ANS| Part No.)
B1AER (MES1ER]) E10 Fig3.a
B1AR (NES1R} HHIIVEAS =G5y Jo0ma Eingebaut BAfs Fig 3.4
B2AER (MES1HER) ) Builtin 15 000 TE10 Fig 3.3
B2AR (NESTHR) N0M30V=-AC <85V 1B0mA Incorporée _BASs T Fgid4 |
B2GER (NES1GER) 5 E10 Fig 3.3
B2GR (NE51GR) NOM30V-AC <B5V 180mA BASS T THqid |
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Neon Indicator with AWG#24 UL/CSA Approved Date:

T-105°C UL-1015 wire termination for electrical 20 January, 2003
equipment or electrical appliance for 110V-240V

Group: Part Number: Cata Sheet:

NIOS-NEON NI09-XXX-XXX NI09-NE-002
Snap-fit Neon-Indicator for 9@mm Panel Cut-out (Draft Specifications D1)

10Emm
g amm [ Friction-Fit
{ Lens-cap
4 // 12mm ‘/)
' - Neon Light
> Module
15mm
Mounting: 98mm Hole ' L~
Panel thickness: 0.9-2.5mm

sz 4mm ]

7’\:]

Lens-cap: Lexan Polycarbonate
Neoh-module: Polycarbonate
ar Nylon 66

+ Available with Red, Amber or Green Lens 11 zo0mm
« Friction-fit detachable polycarbonate Lens

« For 110-130V 50/60Hz or 220/240V 50Hz Mains

« Supplied with 200mm AWG# 24 UL/ICSA Approved

« T-105°C UL-1015 600V appliance cable n n n n_—
. . . . 10mm
+« Alsc available with 0.50mm sqg. silicone wire
Mains-voltage Neon-Lamp/Resistor Strike Lens-
PiN and Current combination Voltage | Colour Remarks
SEL-NI09-UHB-110R 10125V 2.40mA | NEG1 3 IDHB+R2TK 95V Max. | Red Ultra High Brightness
SEL-NI09-HB-110R 110-125V 1.60mA | NE613IOHB+RIIK 95 Max. | Red Super High Brightness

SEL-NID9-HB-2-110R | 110-125V 1.15mA |NEG13I0HB-2+R4A7K 95 Max. | Red High Brightness
SEL-NI09-HB-2-110A 110-125V 1.15mA | NEG13I0HB-2+R4ATK 95¢ Max. | Amber | High Brightness
WSEL-NID9-HB1X-110R | 110125V 1.25mA | NEG1 W IOHB1X+R4TK 65¢ Max. | Red Medium Brightness
SEL-NID9-HB1X-1104 | 110-125V 1.25mA | NEG13H IOHB1X+RATK 65¢ Max. | Amber | Medium Brightness
HSEL-NID9-GZX-110G 110125V 1.35mA | NEB1IING2ZX+RATK 35V Max. Green | Green fluorescent
SEL-NI09-G-110G 110-125V 1.80mA | NEG1II0G+RIIK 35V Max. Green | Hi-Bright Green fluorescent
SEL-NI09-UHB-230R 230-240¢ 2.40mA | NEG13I0SHB+RGEK 95Y Max. Red Wtra High Brightness
SEL-NID9-HB-230R 230-240¢ 1.60mA | NEG1YIHB+R100K 95Y Max. Red Super High Brightness
WSEL-NID9-HB-2-230R | 230-240V 1.15mA | NEG13/I0HB-2+R 150K 95V Max. Red High Brightness
SEL-NID9-HB-2-230A | 230-240V 1.15mA | NEG1HIOHB-24+R150K 95¢ Max. | Amber | High Brightness
WSEL-NID9-HB1X-230R | 230-240% 1.15mA |NEG61HWIOHB1X+R150K | 65V Max. Red Medium Brightness
SEL-NI09-HB1X-230A | 230-240V 1.15mA | NEG1WIOHBIX+R1S0K | 65V Max. | Amber | Medium Brightness
WSEL-NI00-G2X-230G 230-240¢ 1.35mA | NEG13I0G2X+R150K |85V Max. | Green |Greenfluorescent
SEL-NI09-G-230G 230-240¥ 1.80mA | NEG13/30G+R100K 85V Max. | Green |Hi-Bright Green fluorescent

Note: # Indicate popular recommend types. All specifications are subject to change without prior notice.
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